
GRO-350B GRO-475B GRO-475BP GRO-575B

ARSENIC    

TOTAL DISSOLVED 
 SOLIDS (TDS)

   

CHLORINE 
TASTE & ODOR

   

LEAD    

CYSTS*    

ATRAZINE -   

VOLATILE ORGANIC 
CHEMICALS (VOC) - - - 

TOTAL PFAS - - - 

FAUCET INCLUDED    

BOOSTER PUMP - -  -
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FOR MORE INFORMATION ABOUT SUBSTANCES REDUCED, PLEASE REFER TO THE PERFORMANCE DATA LISTED IN THE RESPECTIVE SYSTEM’S SERVICE MANUAL.

*NSF/ANSI Standard 58 certified to reduce cysts such as Cryptosporidium and Giardia by mechanical means.

EPA EST. NO. 082989-CHN-001

FRESHPOINT® RO SYSTEMS PRODUCT OVERVIEW
Reverse osmosis (RO) filtration is one of the most effective ways to reduce contaminants and improve the taste of home drinking water.

FreshPoint RO Systems are certified for performance and contaminant reduction. See the chart below to find which system best  
fits your home water needs.

Visit www.nsf.org to view our certrified products. The model GRO-575B is certified by IAPMO R&T against 
NSF/ANSI 53 for the reduction of Total PFAS®


