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System Summary

Certifications and 
Materials:

WQA Certified 
Components (tank, 
media)

Corrosion-Resistant Materials Note:  �These guidelines describe average low risk operating conditions. They are not intended to be absolute minimums 
or maximums. For operation outside these guidelines, contact your salesperson. Yearly testing is suggested to 
ensure contaminate removal.

SYSTEM SECIFICATIONS
Model # Flow Rate Tank Size Brine Tank Dimensions
NWS-TANNIN-6 6 GPM 10" x 54" 15"W x 17"D x 36"H 27"W x 18"D x 61"H
NWS-TANNIN-10 10 GPM 13" x 54" 18"W x 40"H 27"W x 18"D x 61"H

Tannins are naturally occurring organic matter (NOM) that are produced 
by the metabolism of trees and plants and are also formed during the 
decomposition of vegetation.

Tannins can impart color to water in the range from slightly yellow to 
reddish brown colors. Tannins can occur in water in almost any location 
where large quantities of vegetation have decayed, especially in regions 
where water passes through marshlands and percolates down through 
peaty soils.

Tannins are not classified as health hazards and are covered by USEPA 
Secondary Standards for contaminants that affect the aesthetic qualities 
of water. The EPA SMCL (Secondary Maximum Contaminate Level) is 15 
Hazen units.

While Tannins are not considered a health risk , they can make water 
unappealing to drink and make household chores more difficult. 

The NWS-TANNIN systems utilize ResinTech’s SBACR-HP, an acrylic gel 
strong base anion resin which is specifically designed for organics and 
color removal from potable water. The aliphatic structure of the resin allows 
organic anions to exchange in and out of the resin more easily than anion 
resins based on a polystyrene polymer structure.

ResinTech's SBACR-HP is certified by the WQA to NSF/ANSI-61 Standard 
and is regenerated with sodium chloride, in the same fashion as a water 
softener. It is recommended to regenerate frequently to prevent the 
buildup of NOM inside the resin beads and causing fouling.

NELSEN'S NWS-TANNIN ANION SOLUTIONS: offer flows of 6gpm or 
10gpm and units can be added in parallel to achieve higher flow rates.

Tannin Reduction System


