
Installation instructions for the Distributor Lock. 

 

For media tanks without an extended thread collar. (Fig 1) 

   Fig 1 

  After installing the distributor and filling the tank with media, install the Distributor Lock 
onto the top of the distributor tube. Using a Philips screwdriver, gently tighten the Lock so 
that it is snug, but can still slide freely on the tube. (Fig 2)  

    Fig 2 

Pull the distributor slightly to one side, away from the Lock, and using the screwdriver, 
gently push down on the Lock to slide it into position. (Fig 3) 

    Fig 3 



 Once the Lock has cleared the collar and the distributor centers itself again, tighten the 
screw to secure the Distributor Lock onto the distributor. If you need to, you can use a 
hook, a piece of wire, or a small piece of rope on the molded hooks to pull up on the 
Distributor Lock to hold it in position while you tighten the screw. (Fig 4) 

    Fig 4 

 

For media tanks with and extended thread collar. (Fig 5) 

    Fig 5 

  After installing the distributor and filling the tank with media, install the Distributor Lock 
onto the top of the distributor tube. Using a Philips screwdriver, gently tighten the Lock so 
that it is snug, but can still slide freely on the tube. (Fig 6)  

    Fig 6 

 



Pull the distributor slightly to one side, away from the Lock, and using the screwdriver, 
gently push down on the Lock to slide it into position. (Fig 7)  

    Fig 7 

Once the Lock has cleared the collar and the distributor centers itself again, gently flex the 
distributor towards the Distributor Lock. (Fig 8) 

    Fig 8 

 Using a hook, a piece of wire, or a small piece of rope on the molded hooks, pull the 
Distributor Lock up behind the collar until it is secure against the dome of the tank and 
tighten the screw. (Fig 9) 

    Fig 9 

 

 

 


